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Transmission electronmicroscopyin 
structural Biology

Fromspecimenpreparationto data collection



Webinar 2021 2

Specimen
preparation

Direct electrondetector
Captures projection image of 
of eachmolecule

Image 
Analysis

Electron Beam
molecules

Data collection 
with an Electron Microscope

Frozen-hydrated
Moleculeson
EM grid

2D classes

3D reconstruction

Model building & validation
Structure depositionPDB
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Hemoglobin
64 kDa  3.2 A
R Danev, 2017

Streptavidin
52 kDa  3.2 A
· CŀƴΧΦ I-W Wang,
2019 Nat Commun

RiboswitchRNA
40 kDa  3.7 A
½ƘŀƴƎΧΦ ² /ƘƛǳΣ
2019 Nat Commun
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% particlesneeded
for 3 A 

is lessthan 4%

Danevet al BioRxiv, 2020
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OptimizeSpecimenpreparation

Optimizedata collection  ( Hardware and software)

Optimizeimage processing( software)

How to reachhigh resolution in cryoEM with high efficacy? 

and without spoilingmoney
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Specimenpreparation
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Frozen hydrated/ 

unstained specimen

Dehydrated / 

stained specimen

Thin Specimen : negative staining freeze-plunging

Thick Specimen : Plastic section      cryosection/FIB

SPA -cryoEM

10
0 

nm
10

0 
nm

Preparation regarding the size of biological samples
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Support : grid coated with thin amorphous carbon
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e- e- e- e-

Cryo EM: Holey carbon grid
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Vitrification

Becausethe microscope columnisunder vacuumto maintaina coherentelectronbeam,
WATER is forbidden.
{ǇŜŎƛƳŜƴ Ƴǳǎǘ ōŜ ƛƴǘǊƻŘǳŎŜŘ ƛƴǘƻ 9a ŜƛǘƘŜǊ ƛƴ ŀ ŘŜƘȅŘǊŀǘŜŘ ŦƻǊƳ ƻǊ ƛƴ ŀ άǎƻƭƛŘ ǿŀǘŜǊέ ŦƻǊƳ 

Liquid Solid
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Phase Diagram of Water
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Vitrification of specimens:

crystalline

amorphousVitrification : at a high cooling rate : ~104 K / s

It is the state in which immobilization is 

achieved before nucleation

Dubochetet al., 1988

Hexagonal Ice Cubic Ice

Vitrified Ice

Vitreous ice forms by flash-cooling, is metastable and converts to crystalline ice:

- cubic ice, forms when vitreous ice is warmed up above -135ÁC Ą keep samples below ~-135ÁC

Boiling /melting points

liquid ethane : -88.7 ÁC / -183.3 ÁC

Nitrogen:            -196 ÁC / -210 ÁCDensity = 933 kg/m3 :Water expands during vitrification

Relationship betweencoolingspeed and the 
size of the icecrystals
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Liquid Ethane -180ÁC

5 µl of sample

filling

Grid mounted on the Guillotine

"Blotting« step
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Home made

Gatan FEI

Freezing
-blotting time
-single or double sideblotting
-waitingtime
-multiple sampleapplication

Control of temperature and humidity

Leica

Plungingsystem

Improvethe sampledistribution/stability
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Cryo-holder

Transfer into cryoTEM observation

specimen

EM grid

Autoloader equipped instrument
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Particles in different (random) 

orientations

Vitreous ice

5000X
500X 50000X

Cryo EM: What do you expect ?
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Good amorphousice
-not crystallineice
-no «leopardskin»pattern
-no contamination

Appropriateicethickness
-typicallyas thin as possible

Clearlyvisible particles
-particlesize and shape
-buffer composition
-defocus, 

Good particledistribution
-in holes
-dense but particlesnot touching
-randomlydistributedorientations

Cryo EM: What is a good cryo grid ?

© Guy Schoehn
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Somepoints of vigilance
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Uneven Ice thickness

Rice et al,
J struct Biol, 2018

Bridget Carragher
Riccem2021
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Particledistribution within the ice layer exploredby tomography

Noble et al, Elife, 2018
5ΩLƳǇǊƛƳŀ Ŝǘ ŀƭΣ Elife, 2019

The vastmajority of particlesare localizedto the air-water interface

At the air water interface, particlesare damaged



Webinar 2021 21Noble et al. Elife2018



Webinar 2021 22

Need to keepour particlesawayfrom the air water interface

Support film ( thin carbon, graphene)

Detergentsor  similarlayers

Otherfreezingmachines

5ΩLƳǇǊƛƳŀ Ŝǘ ŀƭΣ Elife, 2019
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Weissenberger G, 2021
Nature Methods

Blotting

Droplet based

Scribing

Ultrasonicspray  1-10µm (Rubensteingroup)
Gas pressurizedspray (Muenchgroup, Franck group
Electrostaticspray 0.25-0.5 µm ( Trinickgroup)

Inkjet printing 25µm Spotiton, Chameleon

Pin printing with a metalpenVitrojet (Peters group)

Capillarywriting Cryowritter(Braun group Nuonex)

Diversification of methods for preparinggrids
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Liang, et al. Structural basis for the mechanisms of human 
presequenceprotease conformational switch and substrate 
recognition. Research square 2020

15% of particles

>70 % of particles
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Particletrajectories

5ΩƛƳǇǊƛƳŀΣ нлнмΣ Naydenova, 2020

Beam-inducedmovement: Image blurring

Brilot et al., 2012
J. Struct. Biol

Averageof 60 frames alignedin translationAverageof 60 frames

Domeformation
due to water expansion

Duringirradiation, layer
becomesinstable
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holes 330 nm in diameterfor 300-Å-thick ice
the ice never builds up enough stress to buckle during freezing or to deform under 
irradiation
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Data collection
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But resolution is degradedby  lensdefects, 
radiation damage,  mechanicaldrift, specimenmotion

Electron microscopyin few words

2pm~0.022 Å for 300 kV electrons
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Electron microscope : Principle

condensor

Front focal plane

Fourier Transform

Electron Gun

exit waves

Reverse Fourier Transform

Fourier transform

incident wave

!ōōŜΩ ǎ ǘƘŜƻǊȅ Υ A convergent lens
produces at its back focal plane the Fourier 
transform of the  wave distribution at its 
front focal plane 

n~1/d

Image

Spatial frequency

d

Scattered waves

Back focal plane
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4ÁÐÅÚÕÎÅïÑÕÁÔÉÏÎÉÃÉȢsin

Close to focus 

Ice-embeddedspecimensof biologicalmacro-moleculesis well describedby the άǿŜŀƪ-
phaseƻōƧŜŎǘέapproximation The electron beam passingthorough the object (thin
specimen)onlysuffersa modestphaseshift, but its amplitudeiseffectivelyunchanged

CTF

Spatial frequencydependentphase shift g(n) introduced

by objective lens: Phase ContrastTransfer Fonction, Scherzer, (1949)

Back focal plane

Modest phase shift

Images are intentionally taken out-of-focus in order to generate 

contrast ( additional phase shift by changing the focal length)

ü Contrast is modulated by defocus and lens aberrations

-2 µm defocus 

Additional phase shift
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Advantages : Hydrated state, High resolution, Small amount of sample

Drawbacks : Low contrast , Highly sensitive to electron dose

Cryo EM: Advantages and Drawbacks

Konig R et al., Annals of Anatomy, 2018, 217 82
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300 kV FEG TITAN Krios , Parallel illumination, Automated collection, very 
stable stage, autoloader (12 grids)

Cryo EM: reference
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Example:  Automateddata acquisition  softwareEPU (FEI)

Atlas = image of the EM grid

24 hours
3000 images
100000-300000 particles

Cryo EM: Automated data acquisition

Settings
Hole coordinates, icethicknessΣ ŘƻǎŜΧ

Automatic
acquisition areas
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Improve collectspeed: Fewerstage moves

Setup
30s stage move and settling
30s focus and other setting
5s image recording 

1

2
3

AFIS (Aberration-Free image shift)
EPU TFS

Reduce total stage settling time
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Film sensitive
to electrons

Pixel size = 8 µm
1 image / s

CCD 

14 µm 1 image / s

Direct Electron Detector
CMOS

5 µm
20 images / s

Conversion electron into images

(complementarymetaloxidesemiconductor)
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Advantage of Direct Electron Detector vs CCD camera

Konig R et al., Annals of Anatomy, 2018, 217 82
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It takes 400 fps to resolve electrons at a dose rate of 10 e-/pix/s.

40 frames per second: events overlap and
cannot be resolved.

400 frames per second: events are resolved.

Typical dose rate of 10 e-/pix/s.

Counting requires speed



Webinar 2021 39

1. Electron enters detector 2. Signal is scattered

Integration mode

3. Charge collects in each pixel

0.6

0.15 0.1

0.15

Counting mode
Improved DQE

1

4. Events reduced to the highest charge pixels

Counting mode
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CDD Camera

McMullanet al, 2014, and 2016

(1/Resolution)

HigherDQE for DED
K2 summit (Gatan)
Falcon II and III (FEI)
DE-20 (Direct electron)

Comparison of Detective quantum efficiency

Falcon III

Detective quantum efficiency å Sensitivity

% incident electron converted in signal  
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CMOS characteristic Rolling shutter : high speed read out
400 frames per second ( for K2 camera)

Movie acquisition

Film/CDD DED

Typically a movie of 40 frames 
1 e/A2 /0.4 s 
40 e/A2 
Total 16 second 
Dose fractioning

40 e/A2  in 1 image/ 1second
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Advantage of Movie acquisition: Correction for mechanical motion

Chang, 2015 
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Accessoryequipmentsimproving
image qualityand contrast

Monochromator, Cs corrector
Energy filter
Volta Phase Plate 



Webinar 2021 44

Konig R et al., Annals of Anatomy, 2018, 217 82

magnetic Zeroloss

zero-loss imaging mode removes the background 
noise due to inelastically scattered electrons 

GIF Quantum Gatan
SelectrisTFS

Electron incident

12 3

Elastic

Scattering

Inelastic

scattering
q q

Ze

Noyau

e-

4

10-2 rad 10-4 rad 10-20eV

Inelasticallyscattered 
electrons produced an 
unwanted background
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Frits Zernike ( Wikipedia) 

Back focal plane
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